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CITY OF LYNNWOOD GENERAL NOTES:

1.

10.

n.

12.

13.

14.

15.

16.

17.

ALL WORK AND MATERIALS SHALL BE ACCORDING TO THE LATEST ADDITION OF “STANDARD
SPECIFICATIONS FOR MUNICIPAL PUBLIC WORKS CONSTRUCTION” PREPARED BY WASHINGTON
STATE CHAPTER, AMERICAN PUBLIC WORKS ASSOCIATION (APWA), WASHINGTON STATE
DEPARTMENT OF TRANSPORTATION (WSDOT), CITY OF LYNNWOOD STANDARD PLANS AND PLAN
NOTES, SPECIFICATIONS AND ANY CONDITIONS OF APPROVAL. IT SHALL BE THE SOLE
RESPONSIBILITY OF THE APPLICANT AND THE PROFESSIONAL ENGINEER OF RECORD TO CORRECT
ANY ERROR, OMISSIONS, OR VARIATION FROM THE ABOVE REQUIREMENTS FOUND IN THESE PLANS.
ALL CORRECTIONS SHALL BE AT NO ADDITIONAL COST OR LIABILITY TO THE CITY OF LYNNWOOD.

ALL CONSTRUCTION IS SUBJECT TO INSPECTION BY THE CITY OF LYNNWOOD. THE CONTRACTOR
SHALL NOTIFY THE CITY OF THEIR SCHEDULE IN SUFFICIENT TIME TO PERMIT INSPECTION PRIOR
TO AND DURING WORK. 24 HOURS NOTIFICATION IS REQUIRED FOR ALL INSPECTIONS. CALL (425)
670-5201 FOR INSPECTION REQUESTS.

BEFORE ISSUANCE OF PERMITS, CONSTRUCTION OR ANY DEVELOPMENT ACTIVITY, A
PRECONSTRUCTION MEETING IS REQUIRED BETWEEN THE CITY OF LYNNWOOD INSPECTOR, THE
APPLICANT AND THE APPLICANT'S CONSTRUCTION REPRESENTATIVE. REQUEST A
PRECONSTRUCTION MEETING ON THE CITY OF LYNNWOOD PUBLIC WORKS INSPECTION LINE AT
(425) 670-5201.

ALL WORK WITHIN THE SITE AND CITY OF LYNNWOOD RIGHT OF WAY SHALL BE SUBJECT TO

INSPECTION BY THE CITY'S INSPECTOR. THE CONTRACTOR SHALL NOTIFY THE CITY INSPECTOR IN
SUFFICIENT TIME TO PERMIT INSPECTION PRIOR TO AND DURING WORK.

CONFLICTS SHALL BE BROUGHT TO THE ATTENTION OF THE DEVELOPER'S ENGINEER AND
PERMITTING AGENCY AND SHALL BE RESOLVED PRIOR TO PROCEEDING WITH CONSTRUCTION.

WORK NOT READY FOR A REQUESTED INSPECTION UPON THE ARRIVAL OF THE CITY OF LYNNWOOD
INSPECTOR MUST BE RESCHEDULED FOR INSPECTION AND A RE-INSPECTION FEE MAY BE
IMPOSED.

THE CONTRACTOR SHALL KEEP 3 SETS OF PLANS ON SITE AT ALL TIMES FOR RECORDING
"AS—BUILT" INFORMATION. ONE SET SHALL BE SUBMITTED TO THE DEVELOPER’S ENGINEER AND
ONE SET TO THE CITY OF LYNNWOOD AT THE COMPLETION OF CONSTRUCTION. IN ADDITION, A
SURVEY SHALL BE PROVIDED AS NECESSARY.

THE CITY OF LYNNWOOD SHALL BE PROVIDED, "AS—BUILT" PLANS AS REQUIRED AT THE
COMPLETION OF CONSTRUCTION STAMPED AND SIGNED BY A LICENSED SURVEYOR AND/OR THE
DESIGN ENGINEER, VERIFYING THE INFORMATION AS PROVIDED BY THE CONTRACTOR AND/OR THE
SURVEYOR UPON COMPLETION OF THE PROJECT. AS BUILT SHALL BE PROVIDED IN THE
FOLLOWING FORMS: 1 SET OF PRINTS AND ELECTRONIC COPY (CAD AND PDF).

THE LOCATION OF UTILITIES IS APPROXIMATE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
VERIFYING THE LOCATION OF EXISTING UTILITIES PRIOR TO CONSTRUCTION. UTILITIES SHOWN HERE
ARE FOR THE PURPOSE OF ASSISTING THE CONTRACTOR IN LOCATING SAID UTILITIES. THE
CONTRACTOR SHALL CONTACT THE UNDERGROUND UTILITIES LOCATION CENTER
(1-800-424-5555) 48 HOURS MINIMUM PRIOR TO THE BEGINNING OF CONSTRUCTION AND
OBTAIN ON-SITE UTILITIES LOCATIONS. CONFLICTS SHALL BE BROUGHT TO THE ATTENTION OF THE
ENGINEER AND SHALL BE RESOLVED PRIOR TO PROCEEDING WITH CONSTRUCTION.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL APPLICABLE PERMITS AND
EASEMENTS AS REQUIRED BY THE CITY OF LYNNWOOD PUBLIC WORKS DEPARTMENT.

CONSTRUCTION NOISE SHALL BE LIMITED AS PER LYNNWOOD MUNICIPAL CODE (SECTION

10.12.300) FROM 7AM TO 6PM (M—F). WEEKEND WORK PROHIBITED UNLESS APPROVED PER
LMC10.12.300.

DATUM SHALL BE CITY OF LYNNWOOD (NAVD88) UNLESS OTHERWISE APPROVED BY THE DIRECTOR
OF PUBLIC WORKS. THE BENCHMARK SHALL TIE TO THE CITY OF LYNNWOOD BENCHMARK LIST.

APPROVAL MUST BE OBTAINED FROM THE DEPARTMENT OF PUBLIC WORKS BEFORE ANY
STRUCTURES, FILL OR OBSTRUCTIONS, INCLUDING FENCES, ARE LOCATED WITHIN ANY DRAINAGE
EASEMENT, FLOOD PLAIN OR NATIVE GROWTH PROTECTION EASEMENT. STRUCTURES SHALL NOT
BE PERMITTED WITHIN 15 FEET OF THE TOP OF BANK OF ANY CHANNEL OR POND

(LMC13.40.070).

WHERE CONSTRUCTION IS CARRIED OUT IN AREAS NOT SPECIFIED ON THE PLANS AND WHICH
HAVE EXISTING IMPROVEMENTS, APPROPRIATE MEASURES SHALL BE TAKEN TO RESTORE SUCH
AREAS TO CONDITIONS EXISTING PRIOR TO CONSTRUCTION OR AS REQUIRED BY THE CITY OF
LYNNWOOD DEPARTMENT OF PUBLIC WORKS.

OFF SITE PREMISE STAGING OR STORAGE AREAS SHALL REQUIRE A WRITTEN RELEASE FROM THE
AFFECTED PROPERTY OWNER. IN ADDITION, A RELEASE FROM THE CITY SHALL BE REQUIRED
DESIGNATING THAT DAMAGE TO CITY PROPERTY IS NEGLIGIBLE OR NON—EXISTENT.

THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS FOR THE SAFETY OF EMPLOYEES
ON THE PROJECT AND SHALL COMPLY WITH ALL APPLICABLE PROVISIONS OF FEDERAL, STATE,
AND MUNICIPAL SAFETY LAWS AND BUILDING CODES. THE CONTRACTOR SHALL ERECT AND
PROPERLY MAINTAIN, AT ALL TIMES, AS REQUIRED BY THE CONDITIONS AND PROGRESS OF THE
WORK, ALL NECESSARY SAFEGUARDS FOR PROTECTION OF WORKMEN AND THE PUBLIC; SHALL
POST DANGER SIGNS WARNING AGAINST KNOWN OR UNUSUAL HAZARDS; AND SHALL DESIGNATE
A RESPONSIBLE MEMBER OF THEIR ORGANIZATION ON THE CONSTRUCTION SITE WHOSE DUTY
SHALL BE THE PREVENTION OF ACCIDENTS.

THE DEVELOPER SHALL PROVIDE STREET NAME AND TRAFFIC CONTROL SIGNS (E.G. STOP OR
DEAD END). ALL TRAFFIC MARKINGS AND SIGNAGE TO BE PER THE CURRENT MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES AND CITY OF LYNNWOOD CURRENT STANDARDS. SIGNS ARE
TO BE INSTALLED BY THE DEVELOPER PRIOR TO ANY BUILDING CONSTRUCTION WITHIN THE
PROJECT SITE.

BRH ENGINEERING NOTES:

1. EXISTING UTILITES AND UNDERGROUND STRUCTURES SHOWN ON THE PLAN ARE BASED UPON THE
BEST AVAILABLE PUBLIC RECORDS AND/OR PRIVATE RECORDS AS SUPPLIED BY THE PROJECT
OWNER AND/OR DATA OBTAINED VERBALLY FROM OWNERS OR OFFICIALS ASSOCIATED WITH THE
PARTICULAR UTILITY. NEITHER THE OWNER NOR THE ENGINEER GUARANTEE THE ACCURACY OR
COMPLETENESS OF THIS INFORMATION AND ASSUME NO RESPONSIBILITY FOR IMPROPER
LOCATIONS OR FAILURE TO SHOW UTILITY LOCATIONS ON THE CONSTRUCTION PLANS. OTHER
UNDERGROUND FACILITIES NOT SHOWN ON THE DRAWINGS MAY BE ENCOUNTERED DURING THE
COURSE OF THE WORK. ALL INVERT ELEVATIONS SHOWN ON THE DRAWMINGS SHALL BE VERIFIED
BY THE CONTRACTOR PRIOR TO CONSTRUCTION.

2. IF CHANGED CONDITIONS ARE ENCOUNTERED, THE CONTRACTOR SHALL NOTIFY THE ENGINEER
PROMPTLY OF (1) PREEXISTING SUBSURFACE CONDITIONS DIFFERING FROM THOSE INDICATED IN
THE PLANS, OR (2) PREEXISTING UNKNOWN SUBSURFACE CONDITIONS, OF AN UNUSUAL NATURE,
DIFFERING MATERIALLY FROM THOSE ORDINARILY ENCOUNTERED AND GENERALLY RECOGNIZED AS
INHERENT IN WORK OF THE CHARACTER PROVIDED FOR IN THE CONTRACT. THE CONTRACTOR
AND/OR THE OWNER SHALL MAKE NO CLAIMS TO THE ENGINEER FOR RECOMPENSATION FOR
EXTRA WORK RESULTING FROM CHANGED CONDITIONS UNLESS THE ENGINEER HAS APPROVED THE
WORK IN WRITING.

3. THE CONTRACTOR SHALL CALL THE UTILITIES UNDERGROUND LOCATION CENTER FOR FIELD
LOCATION OF ALL UTILITIES AND SHALL NOT BEGIN EXCAVATION UNTIL ALL KNOWN
UNDERGROUND FACILITIES IN THE MICINITY OF THE PROPOSED WORK HAVE BEEN LOCATED AND
MARKED. IF THE UTILITY IS NOT A SUBSCRIBER OF THE UNDERGROUND LOCATION CENTER THEN
THE CONTRACTOR SHALL GIVE INDIVIDUAL NOTICE TO THAT UTILITY.

4. THE CONTRACTOR SHALL TAKE REASONABLE PRECAUTIONS AND EXERCISE SOUND ENGINEERING
AND CONSTRUCTION PRACTICES IN CONDUCTING THE WORK. THE CONTRACTOR SHALL PROTECT
EXISTING PUBLIC AND PRIVATE UTILITIES FROM DAMAGE DURING CONSTRUCTION. IF EXISTING
UTILITES ARE DAMAGED, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER AND THE
ENGINEER. THE CONTRACTOR SHALL RESTORE THE UTILITY TO ITS EXISTING CONDITION. THE
CONTRACTOR IS RESPONSIBLE FOR THE MEANS AND METHODS OF CONSTRUCTION FOR DESIGNS
SHOWN ON THESE PLANS.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR HIRING PROFESSIONAL LAND SURVEYOR TO REFERENCE
EXISTING MONUMENTS ON OR ADJOINING SITE PREVIOUS TO DEMOLITION OR CONSTRUCTION AND
TO BE RE-ESTABLISH SAID POINTS AT PROJECT COMPLETION. THIS RE-ESTABLISHMENT SHALL
BE DOCUMENTED BY RECORD OF SURVEY OR CORNER RECORD AS DESCRIBED IN W.A.C. 332-120.

UTILITY CONTACTS:
WATER, SANITARY SEWERS, AND STORM ELECTRICAL
DRAINAGE SNOHOMISH COUNTY PUD

PO BOX 1107
EVERETT, WA 98206

CITY OF LYNNWOOD

PUBLIC WORKS DEPARTMENT
19100 44TH AVE W
LYNNWOOD, WA 98036
(425) 6706205

THE PROJECT'S TESC PLAN SHEET MUST BE LOCATED ONSITE DURING THE
DURATION OF PROJECT'S CONSTRUCTION. THE PROJECT'S TESC PLAN SHEET MUST
REFLECT ALL TESC CHANGES MADE ONSITE DURING CONSTRUCTION AND THOSE
PLAN REVISIONS MUST BE INITIALED AND DATED BY THE PROJECT'S CERTIFIED TESC
REPRESENTATIVE.
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TESC NOTES:

168TH ST SW 1. REFER TO GENERAL PLAN NOTES FOR ADDITIONAL REQUIREMENTS.
CONTRACTOR TO PROVIDE CATCH 2. APPROVAL OF THIS EROSION/SEDIMENTATION CONTROL (ESC) PLAN DOES NOT
BASIN PROTECTION FOR ALL INLET CONSTITUTE AN APPROVAL OF PERMANENT ROAD OR DRAINAGE DESIGN (E.G. SIZE
STRUCTURES UP TO 500’ DOWNSTREAM AND LOCATION OF ROADS, PIPES, RESTRICTORS, CHANNELS, RETENTION FACILITIES,

FROM THE SITE UTILITIES, ETC.).

3. THE IMPLEMENTATION OF THESE ESC PLANS AND THE CONSTRUCTION,
)f MAINTENANCE, REPLACEMENT, AND UPGRADING OF THESE ESC FACILITIES IS THE
RESPONSIBILITY OF THE APPLICANT/CONTRACTOR UNTIL ALL CONSTRUCTION IS
APPROVED, AND THE POTENTIAL FOR ON-SITE EROSION HAS PASSED.

4. THE BOUNDARIES OF THE CLEARING LIMITS SHOWN ON THIS PLAN (INCLUDING
INDIMIDUAL TREES TO BE SAVED) SHALL BE CLEARLY FLAGGED IN THE FIELD
PRIOR TO CONSTRUCTION. DURING THE CONSTRUCTION PERIOD, NO DISTURBANCE
BEYOND THE FLAGGED CLEARING LIMITS SHALL BE PERMITTED. THE FLAGGING

MONITOR SEDIMENT/DIRT TRACKING. ALL SEDIMENT

/ AND DIRT SHALL BE CONTAINED ON SITE. IF ggﬁlélrrR%%#émTAlNED BY THE APPLICANT/CONTRACTOR FOR THE DURATION OF
SEDIMENT AND/OR DIRT IS TRACKED ON TO
EXISTING ASPHALT, CONTRACTOR SHALL EMPLOY 5. THE ESC FACILITIES SHOWN ON THIS PLAN MUST BE CONSTRUCTED AS
ALL MEASURES NECESSARY TO CLEAN THE OUTLINED ON THE TYPICAL CONSTRUCTION SEQUENCE AND IN SUCH A MANNER
ASPHALT IMMEDIATELY. AS TO INSURE THAT SEDIMENT LADEN WATER DOES NOT ENTER THE DRAINAGE

SYSTEM OR VIOLATE APPLICABLE WATER STANDARDS.

6. THE ESC FACILITIES SHOWN ON THIS PLAN ARE THE MINIMUM REQUIREMENTS
FOR ANTICIPATED SITE CONDITIONS. DURING THE CONSTRUCTION PERIOD, THESE

ESC FACILITIES SHALL BE UPGRADED (E.G. ADDITIONAL SUMPS, RELOCATION OF
DITCHES AND SILT FENCES, ETC.) AS NEEDED FOR UNEXPECTED STORM EVENTS.

7. CONSTRUCTION ACCESS TO THE SITE SHALL BE ONLY AS SHOWN ON THE
APPROVED PLANS. ALL VEHICLES LEAVING THE SITE, ONTO PUBLIC RIGHTS OF

WAY, SHALL BE CLEANED TO PREVENT "TRACKING” OF MUD, DIRT OR OTHER

UMITS OF CONSTRUCTION HIGH VISIBILITY TEMPORARY DEBRIS.
LOCATION FENCING
6" MINIMUM (TYP) 8. THE CONTRACTOR SHALL CLEAN ACCESS STREETS AND RIGHT—OF—WAY USING
NSNS N EENEEEg NN NN ONLY VACUUM SWEEPERS AT LEAST DAILY OR MORE FREQUENTLY AS MAY BE
= ° o NECESSARY AND SO DIRECTED BY THE CITY.

!!-----!!-----!!-----l!-- EENEEENEENEEEE N

T
~ PROTECT—IN-PLACE -
o EXISTING. TREE - 9. CLEAN OR REMOVE AND REPLACE INLET PROTECTION DEVICES WHEN SEDIMENT
B HAS FILLED ONE—THIRD OF THE AVAILABLE STORAGE. ALL CATCH BASINS AND
x
B
C

CONVEYANCE LINES SHALL BE CLEANED PRIOR TO PAVING. THE CLEANING
OPERATION SHALL NOT FLUSH SEDIMENT LADEN WATER INTO THE DOWNSTREAM
SYSTEM.

10. STOCKPILES ARE TO BE LOCATED IN SAFE AREAS AND ADEQUATELY
PROTECTED BY TEMPORARY SECURED PLASTIC COVER, SEEDING OR MULCHING.
HYDROSEEDING IS PREFERRED.

11. WHERE STRAW MULCH FOR TEMPORARY EROSION CONTROL IS REQUIRED, IT
SHALL BE APPLIED AT A MINIMUM THICKNESS OF TWO INCHES.

WHERE NO FURTHER WORK IS ANTICIPATED FOR A PERIOD OF 2 DAYS DURING
THE WET SEASON OR 7 DAYS DURING THE DRY, SHALL BE IMMEDIATELY

STABILIZED WITH THE APPROVED ESC METHODS (E.G. SEEDING, MULCHING,
NETTING, EROSION BLANKETS, ETC.).
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WIRE FABRIC

NEWLY GRADED OR
DISTURBED SIDE
SLOPE

FILTER FABRIC
MATERIAL

- LARGE ROCK 2" OR
GREATER IN DIAMETER

BACKFILL AND

~ RETRIEVAL STRAP
COMPACTED

GEOTEXTILE FABRIC
OVERFLOW BYPASS FOR PEAK
STORM VOLUMES

SECTION A-A

FILTER FABRIC MATERIAL e P

MIRAFI 100X OR

EQUIVALENT WIRE RINGS 2"x4"x14 GAUGE

(TYPICAL) WELDED WIRE FABRIC
OR EQUAL

NOTES

1. INSERT SHALL BE INSTALLED PRIOR TO CONSTRUCTION ACTIVITY, OR UPON PLACEMENT OF A NEW CATCH BASIN.

2. SEDIMENT SHALL BE REMOVED FROM THE UNIT WHEN IT BECOMES ONE-THIRD FULL.

3. SEDIMENT REMOVAL SHALL BE ACCOMPLISHED BY REMOVING THE INSERT, EMPTYING, AND RE-INSERTING IT
INTO THE CATCH BASIN.

4. BELOW INLET GRATE DEVICES SHALL BE PREFABRICATED UNITS SPECIFICALLY DESIGNED FOR INLET
PROTECTION AND SHALL REMAIN SECURELY ATTACHED TO THE DRAINAGE STRUCTURE WHEN LOADED WITH
SEDIMENT AND DEBRIS TO ONE-THIRD TOTAL CAPACITY.
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