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TYPE 1 INDUCTION LOOP 

SHOULDER

CONDUIT

(40' LONG OR AS SHOWN IN THE CONTRACT)

TYPE 1 STOP LINE LOOPS

PLAN

DETAIL "A"

CONDUIT

 DETAIL (TYP.)

SEE CORNER SAWCUT
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SHEET 2

STANDARD PLAN J-50.15SEE 
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TYPE 1 INDUCTION LOOP

STANDARD PLAN J-50.10-01

THIS SHEET (TYP.)

SAWCUT DETAIL

SEE ENTRANCE

1.

2.

3.

NOTES

SAWCUT

LEAD-IN

LOOP SAWCUT

LEAD-IN SAWCUT

2' - 0"

CORNER SAWCUT DETAILT - SAWCUT DETAIL

SAWCUT

LOOP 

WITH SEALANT (TYP.)

CUT DEPTH AND FILL 

REMOVE PAVEMENT TO SAW-

CHISEL OUT 1/8" TO 1/2" CORNER

AND VEHICLE LANE

CENTER OF LOOP

SEE T - SAWCUT DETAIL

SAWCUTS (TYP.)

LEAD-IN 

BOX

JUNCTION 

(TYP.)

DEPTH AND FILL WITH SEALANT 

REMOVE PAVEMENT TO SAW-CUT 

CHISEL OUT 1/8" TO 1/2" CORNER

DEPTH AND FILL WITH SEALANT

REMOVE PAVEMENT TO SAW-CUT 

CHISEL OUT 1/8" TO 1/2" CORNER

ENTRANCE SAWCUT DETAIL 

         

      

Plan J-50.18

Standard For wiring details, see 

Standard Plan J-50.15.

 , seeDand Sections A, B, C, For 

SAWCUT
LOOP 

         

      

.Standard Plan J-50.15see 

For Installation Notes and Details 
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