
PLASTIC TREE TIES

2"Ø WOOD STAKE, STAKES
SHOULD BE LOCATED OUTSIDE
OF ROOTBALL

ROOT FLARE SHALL BE
LOCATED ABOVE
GROUND LINE

4" MIN. BARK MULCH
LAYER, KEEP AWAY FROM
TREE TRUNK

TOPSOIL TYPE A,
MINIMUM DEPTH 12"

12" WIDE CEMENT
CONCRETE CURB, TYP.
(SEE CC-ROA-3)

ROADWAY

SCARIFY SIDE & BOTTOM OF PLANTING PIT TO ALLOW
FOR ROOT PENETRATION
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NOTES:

1. PROVIDE & INSTALL CONTINUOUS CROWN ALONG CENTERLINE OF MEDIAN
PLANTING AREA; TAMPER CROWN AT MEDIAN ENDS TO MATCH 4:1 CROSS SLOPE,
TYP.

2. TREE PIT SHALL NOT BE LESS THAN (3) TIMES ROOT BALL DIA.
3. CUT ALL TIES AND FOLD BACK BURLAP FROM UPPER 1/3 OF ROOTBALL.
4. REMOVE ALL PLASTIC AND TWINE.
5. WATER THOROUGHLY AFTER PLANTING.
6. TREE STAKES PERPENDICULAR TO PREVAILING WIND.
7. PLANT TREES 1" HIGHER THAN DEPTH GROWN IN NURSERY.
8. REMOVE TREE STAKING AFTER ONE YEAR.

UNDISTURBED EX. SOIL OR EX. SOIL COMPACTED TO
85% MAX DRY DENSITY AS DETERMINED BY ASTM
D1557 MODIFIED PROCTOR; VERIFY POSITIVE
DRAINAGE PRIOR TO CONSTRUCTION

4:1

3:1

18" TALL BLACK PE ROOT
BARRIER TO EACH SIDE OF
MEDIAN, 8' LONG CENTERED
ON TREE. SET TOP TO
FINISHED GRADE.
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