
200' MAX SPACING FROM
LAST PASSING LANE 5' MIN. 200' MAX SPACING FROM

LAST PASSING LANE

5' MIN.

4' MIN.

INSTALL PEDESTRIAN
BARRICADE PER

MANUFACTURER'S
RECOMMENDATIONS

THE TOP OF THE BARRICADE IS
TO BE A SMOOTH CONTINUOUS
SURFACE FREE OF SHARP OR
ROUGH EDGES

4' MINIMUM
5' DESIRABLE

PEDESTRIAN BARRICADE

TEMPORARY PEDESTRIAN SURFACE
SEE STD. TR-TC-27.

2" MAX.
2% MAX. SLOPE

4-INCH CSBC COMPACTED TO FIRM CONDITION

4-INCH CSBC COMPACTED
TO FIRM CONDITION

INSTALL PEDESTRIAN
BARRICADE PER
MANUFACTURER'S
RECOMMENDATIONS

PLACE CONCRETE BARRIER
TEMPORARY PRECAST IF
TEMPORARY PEDESTRIAN
ACCESS IS ADJACENT TO AN
ACTIVE WORK ZONE OR LIVE
TRAFFIC LANE

32" MIN.TEMPORARY PEDESTRIAN SURFACE
SEE STD.  TR-TC-27.
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